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e.g. 40°C change in board
temperature = 6mm expansion/
contraction in 4m board
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min. 25 mm

<25°C

Installation
Additional Information

4 mm

Screws
Data Sheet
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(for Alu Support Rails)

Technical

Tec Data Sheet

(for direct fixing on
Alu Support Rails)
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www.upmprofi.com

www.upmprofi.de
www.upmprofi.dk
www.upmprofi.fi
www.upmprofi.fr
www.upmprofi.es
www.upmprofi.it
www.upmprofi.nl
www.upmprofi.no
www.upmprofi.se

DURABLE &
UV RESISTANT

WEARING

SPLINTER FREE
& WARM TO TOUCH

HIGH FRICTION
SURFACE

HELPING THE
ENVIRONMENT

MAINTENANCE

0% INCLNATION

QUICK TO INSTALL

EASY TO WORK
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GROUND

Roof Terrace: &




g T-CLIP small
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T-CLIP large

DESIGN
START CLIP

<400 mm <400 mm . <400 mm . <400 mm ///L

® 1x in the middle of each board |
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DESIGN
START CLIP

<400 mm - <400 mm
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(@) 1x in the middle of each board q






FINISHING
COVER STRIP




STARRS

® 1x in the middle of each board



RUBBER STRIP

11T mm
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